
18° horizontal

18° vertical

gain: 18 dBi
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Please use Neutrik’s approved cable  
NKXPA-5 to connect the antenna to a 
XIRIUM PRO receiver.

NKXPA-5

NXPA-18-18-18

NOTE!

Due to RF regulations, the 
use of a directional antenna 
on a transmitter or repeater, 
is not allowed!

Cable

Pattern

Instruction
XIRIUM PRO I Directional remote antenna  
NXPA-18-18-18
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5 GHz Linear vertical polarised,
directional WiFi antenna, 18 dBi,
18°H 18°V, IP67
TYPE NO.: NXPA-18-18-18

www.neutrik.com / www.xirium.net
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To ensure the antenna is properly oriented, 
use the polarity markings indicated by a 
label on the rear-side of the antenna. The 
antenna is typically setup vertically polarized.

This directional antenna may be remote 
mounted with the use of Neutrik’s 
optional NXPMA mounting arm.
Simply plug the mounting arm into the 
fixture on the rear side of the antenna. 
The mounting arm is compatible with 
the Manfrotto™ universal mounting 
clamp NXUC-M-15.

Alignment

Label on the rear side:

Mounting

Projektbezeichnung:         XIRIUM PRO Antenne - NXPA-18-18-18
Artikelnummer:                  KL 960
Datum:                                13.01.2017

J O B I N F O R M A T I O N

Material

Standard / Premium  x
Folie weiss glänzend  x
Folie weiss matt  
Folie transparent glänzend  
Folie transparent matt  
Papierkleber  

Klebeeigenschaften
Innenanwendung: 
Aussenanwendung: x
Wasserfest & Wetterbeständig x
Hinterglaskleber 
(spiegelverkehrt)

Abmessungen
Format (B x H): 85 x 70 mm
Eckenradius:                 R2 mm
Formschnitt:
eckig/rund/oval/abgerundet

Menge:

Konturschnitt: x
mit Trägerfolie: 

Offsettdruck / Digitaldruck: x
Druckqualität: HQ x

Veredlung:
Lack
Schutzlaminat x
Oberfläche glanz 
Oberfläche matt x 

Verarbeitung:
 - Sammelbogen x
 - Einzellware 
 - Kleber auf Rolle 

Datenanlieferung
 - Mail x
 - FDP 
 - Wetransfer x
 - Sonstige 

Daten
 - PDF (mit Ebenen) 

Gut zum Druck:

Technische Elemente
& Zeichnung

Konturschnitt

Trägerfolie

Druckfarben            CMYK

Massstab der Abbildung:

Skalierung: 100 %

30 mm

V e r m e r k  &  Z u s a t z

NXPA-18-18-18 Antenne:
190 x 190 x 25 mm

®

NEUTRIK AG
Im alten Riet 143 I 9494 Schaan
Liechtenstein
T +423 2372424

Kleber:

1:1

1:4

Klebermontage: Rückseite oben rechts
                            Alte vorhandene Kleber rückstandsfrei entfernen!
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NXPMA NXUC-M-15NXPA-18-18-18


